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FICHA TECNICA

Extension Para Destornillador Flexible Conector Magnético De 1/4".
Permite Llegar A Lugares De Dificil Acceso.

Hex Shank Length I Socket

use i intall the batch head for change drecton

CODIGO: Hexagon Length \ns\d'e' -
BAM181
| Total Length 3
[ 300mm 200mm. 43mm STmm
Hexagon Head Hexagonal Crown Hex Handle Ouside
*Nompr_'e: Extension para destornillador flexible conector Cantidad x Empagque: 1
magnético de 1/4"
Cdédigo de Barras: bam181 Cédigo de producto: BAM181
Color: Rojo Embalaje de proveedor: Empaque apto para retail con codigo
de barras
Longitud: 29,5 cm/11,61 Marca: GENERICO
Peso (Kg): 0.21 Procedencia: Importado
Tipo: Destornilladores / Puntas Usos: Industria Automotriz
INFORMACION ADICIONAL

Extension Para Destornillador Flexible Conector Magnético De 1/4"

Herramientas De Reparacién De Automoviles, Extension De Broca De Eje Flexible De 295Mm, Destornillador, Soporte De Broca,
Enlace De Conexion Para Taladro Electronico, Alta Calidad



®
-Ca r b On e ' GENERICO - HERRAMIENTAS MANUALES

Hex Shank Length .~

Bending Length e ’

Hexagon Length Inside

Total Length

b o H@ﬂé He :. l’;_‘ ov
6.35mm (1/4) 6.35mm ( 1/4)

Hexagon Socket

use in install the batch head for change direction

Use Function

Flexible Shaft Link Set

High-precision manufacturing 360 degree
twist 180 degree maneuver

Hex Handle Ouside

Pistol drill can be clamped, hex handle anti-skid design, easy to clamp
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