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CCS 1 Station to CCS 2 Vehicle Adaptador De Enchufe Carga Répida Dc Ccs1 Americano A Puerto Carro Dc
150A

Ccs2 Europeo

@

CCS Combo 1 Adapt
. . apter
Charging Station Max 150A CCS Combo 2

Electric Vehicle

CODIGO:
CAR-S005

*Nombre: Adaptador de enchufe carga rapida DC CCS1 cédiao d ducto: CAR-S005
americano a puerto carro DC CCS2 Europeo e

Fase: Monofasico Garantia: 1 afio

Tipo: Adaptadores de corriente

INFORMACION ADICIONAL

Adaptador De Enchufe Carga Rapida Dc Ccs1 Americano A Puerto Carro Dc Ccs2 Europeo

Amperaje: Max 150A

Voltaje Operativo:1000 Vdc

Resistencia De Insulado: Mayor A 1000Mw

Resistencia De Contacto: 0.3Mw Max

Vida Mecanica: Probados En 10,000 Conectadas

Voltaje Resistido: 3200V

Material: Termoplastico Retardante A Las Flamas Grado UI94 V-0 Con Terminales De Cobre
Temperatura Operativa: -30C A 50C

Grado: Ip67

Fuerza De Insercion: 45N F 80N

Combo1 :Acorde 62196-3 lec2014 Sheet 3-LlIb Standard
Combo2: Acorde 62196-3 lec 2011 Sheet 3-Lm Standard
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CCS 1 Station to CCS 2 Vehicle
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It is suitable for BMW i3 and other

vehicles equipped with CCS2 socket in
€C51 charging point

CCS Combo 1
Charging Station

Adapter

MaX 150A CCS Combo 2
Electric Vehicle
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CCS1 To CCS2 EV Adapter




